UPSTREAM MANHOLE EE SECTION
(LAST Pl OR GRADE VIEW
CHANGE BEFORE TYING
INTO INTERCEPTOR)

REFER TO 506S-9
FOR MANHOLE
DETAILS

\] [REMOVE 3 % LENGTH OF
TOP _HALF OF PIPE. CUTS
TO BE CLEAN, STRAIGHT,
“|AND_BEVELED.

e

CITY OF CEDAR PARK

METERING MANHOLE DETAIL
FOR

ENGINEERING DEPARTMENT

ASTE WATER SERVICE
ADOPTED: _ TB

D
SCALE: NTS

INITIAL: _TD

«one

10 PIPE DIAMETERS (10" MIN.) 5 PIPE DIAMETERS (5’ MIN.)
T—{ BETWEEN APPURTENANCE AND r 1 PRIOR TO APPURTENANCE, |=—
METERING MANHOLE 'l Pl, OR GRADE CHANGE
—_
LAYOUT VIEW

ENCASE IN
SAND—CEMENT MORTAR
GROUT (28-DAY ~1,000
PSI)

MANHOLE FOUNDATION SHALL MEET OR EXCEED STD. SPEC 506.5B
FIRST RISER SECTION SHALL BE PLACED PLUMB & LEVEL PRIOR TO
SETTING ANY ADDITIONAL SECTIONS.

ALL PIPING SHOWN SHALL BE STRAIGHT WITH NO BENDS OR OTHER
APPURTENANCES.

DROP CONNECTION
(TYPICAL)

INTERCEPTOR
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